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indicated by the projectʼs lead architect if deemed necessary or convenient for the proper completion of the building, or as ordered by the competent public authorities, in which case they will be replaced 
with others of equal or superior quality. The images in this brochure are illustrative and not contractually binding.
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BUILDING SPECIFICATIONS

CONSTRUCTION
B U I L D I N G  S P E C I F I C AT I O N S

SOIL AND FOUNDATION
Foundation system based on a geotechnical study of the site conducted 
by an accredited laboratory.
Structural calculations in accordance with the Spanish Building Code 
(CTE) and the Spanish Structural Code (CE-21).
Construction risk and quality control audit by an OCT (Technical Control 
Organization). Ten-year structural warranty insurance policy.

STRUCTURE
Reinforced concrete frames cast in situ.
Waffle slabs and/or concrete slabs.
Reinforced concrete walls in the basement.
Structural calculations according to the Spanish Building Technical 
Code (CTE) and the Spanish Structural Code (CE-21).
Construction risk and quality control audit by OCT. Ten-year structural 
damage insurance policy.

ROOFS (ENVELOPE SYSTEM)

Roofing for Common and Private Areas with Bituminous Membrane and 
Non-Slip Paving Finish.

Inverted Flat Roof with Lightweight Concrete Slopes, Waterproofing 
with a Bonded Two-Layer Bituminous Membrane, Thermal Insulation 
with Rigid Extruded Polystyrene (XPS) Boards on Residential Terraces, 
and Finished with Non-Slip Paving in Accessible Areas and Gravel 
Protection in Non-Accessible Areas.

EXTERIOR CARPENTRY (ENVELOPE SYSTEM)

Exterior PVC and/or aluminum joinery with protective finish suitable for 
marine environments and thermal break technology. Casement, 
tilt-and-turn, or sliding openings depending on location, offering 
elegance, durability, functionality and exceptional indoor comfort for all 
spaces.

Double thermo-acoustic glazing with an intermediate dehydrated air 
chamber (CLIMALIT-type), with glass composition according to 
requirements, significantly improving acoustic and thermal insulation, 
enhancing energy efficiency and interior environmental quality.

Motorized roller shutters made of lacquered aluminum slats in the same 
color as the joinery, with injected insulation in the bedrooms, ensuring 
privacy, comfort, and total control of natural light.

FACADE (ENVELOPE SYSTEM)

Non-ventilated double-leaf facade with cavity and double insulation:

External leaf (supporting layer) of masonry with half-brick thickness of 
perforated solid brick, finished externally with mortar render for painting 
and/or decorative cladding with mechanical fixings; inner face with base 
coat and mineral wool thermal-acoustic insulation.

Internal leaf consisting of self-supporting dry partition system 
(plasterboard / gypsum board) with mineral wool insulation and interior 
paint finish.
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HOME INTERIOR
B U I L D I N G  S P E C I F I C AT I O N S
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PARTITION WALLS AND INSULATION 
Separation between dwellings and between dwellings and common 
areas is achieved through mixed partition walls consisting of half-brick 
perforated solid brick and a double-layered, self-supporting 
plasterboard lining with mineral wool thermal and acoustic insulation.

Interior dwelling partitions are constructed with self-supporting 
plasterboard fixed with metal framing, and also feature mineral wool 
thermal and acoustic insulation. In wet areas, the plasterboard will be 
water-resistant.

CEILINGS
Suspended gypsum plasterboard ceiling in hallways, bathrooms, and 
kitchens, except in areas where the indoor units of the air-conditioning 
systems and the ventilation equipment will be located, which will have a 
removable ceiling or access panel.

FLOORING AND WALL COVERINGS
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INTERIOR CARPENTRY/WARDROBES
Armored entrance door with a three-point locking system, anti-lever 
hinge, peephole, and handle, guaranteeing a high level of protection and 
security. The interior face has a white lacquered finish matching the rest 
of the interior woodwork, while the exterior face will be specified by the 
Project Manager.

Interior solid doors with a white lacquered finish, manufactured with 
high-quality, durable materials. Lockable doors are included in the 
master bedroom and bathrooms.

Built-in wardrobes with hinged or sliding doors, lacquered in white to 
match the rest of the woodwork. The interior is lined and includes a 
luggage compartment, hanging rail, and drawers, optimizing storage 
space.

Hardware, handles, and pulls will be selected according to the Project 
Manager's design, in keeping with the overall style of the home.

Floor base in dwellings and over floor slabs made of fiber-reinforced 
self-leveling mortar over a flexible cross-linked polyethylene sheet to 
reduce impact noise.

General flooring in the dwelling with large-format, high-end porcelain 
stoneware in a light color.

Skirting board with white lacquered finish, matching the interior 
carpentry.

On terraces and outdoor areas, the flooring will be non-slip ceramic 
stoneware with skirting in the same material.

In bathrooms, wall cladding with large-format, high-end ceramic 
stoneware in a light color.

In kitchens, wall cladding in the countertop areas between the upper 
and lower cabinets, and plastic paint on the remaining vertical surfaces.

Walls and ceilings of the dwelling finished smooth, with light-colored 
plastic paint.
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KITCHEN
Furnished with modern upper and lower cabinets with integrated 
handles.

Island, countertop, and backsplash in quartz or porcelain.

Inset sink and single-lever faucet with pull-out spray.

Appliances included (Balay/Bosch or similar):

• Induction hob.
• Extractor hood.
• Integrated dishwasher.
• Electric oven and microwave.
• Integrated refrigerator.
• Washing machine.

BATHROOMS
White vitreous china bathroom fixtures from leading brands with a 
modern design.

Toilets with a dual-flush system for water conservation.

Resin shower enclosure with concealed drain and screen.

Single-lever faucets with a chrome finish.

Single-lever shower column with a chrome finish, shower head, and 
hand shower.

This document of construction quality specifications is purely indicative, with V.E.PROCON, S.A. reserving the right to make any modifications that may be required for technical or legal reasons, or as 
indicated by the projectʼs lead architect if deemed necessary or convenient for the proper completion of the building, or as ordered by the competent public authorities, in which case they will be replaced 
with others of equal or superior quality. The images in this brochure are illustrative and not contractually binding.



ENERGY RATING

HEATING, AIR CONDITIONING AND DHW
High-efficiency individual heat pump system that combines heating, air 
conditioning, and domestic hot water into a single system.

Outdoor unit for renewable energy collection located on the roof and 
indoor unit with hot water storage tank.

Complete air conditioning installation with temperature control and 
ducted distribution in suspended ceilings, with supply and return grilles.

ELECTRICITY AND TELECOMMUNICATIONS
General Grounding System.

Electrical Installation according to the Low Voltage Electrotechnical 
Regulations (REBT).
Electrification level appropriate to the demand of each dwelling.
Modular metal main distribution board and recessed network in conduit, 
with power and lighting circuits.
High-quality, flat-design switches and sockets in white (Niessen Sky or 
similar).

LED lighting in hallways/landscapes and bathrooms.

Telecommunications Installation according to the Common 
Telecommunications Infrastructure Regulations (ICT).

Analog and digital TV, radio, and telephone reception equipment.

TV and data outlets according to ICT.

Video intercom with color screen connected to the building entrance 
and the access to the complex.

Waterproof electrical outlet and TV and data outlet on terraces.
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installations
B U I L D I N G  S P E C I F I C AT I O N S

VENTILATION AND EXTRACTION SYSTEM
Mechanical ventilation systems that guarantee the renewal of the indoor 
air of the home and the standards established in the CTE, through 
extraction outlets in bathrooms and kitchen and admission through 
bedrooms and living rooms (windows with micro-ventilation position).

PLUMBING AND SANITATION
Soundproof or acoustically attenuated polypropylene or PVC drainage 
network.

Plumbing installation using cross-linked polyethylene, with water 
connections for each sanitary fixture in bathrooms and kitchen, and for 
appliances.

Main shut-off valve for the house and individual shut-off valves in each 
wet room.
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COMMUNITY GARAGE
Covered parking in the basement level, with vehicular access along the 
northwest boundary, which does not interfere with pedestrian traffic 
within the property.

The door will be automatic with an anti-crushing safety device and 
remote control.

Parking spaces with minimum dimensions of 2.50 × 5.00 meters.

Pre-installation for electric vehicle charging according to regulations 
(ITC) BT 52.

Interior garage flooring made of continuous quartz-polished concrete.

Fire protection system installed according to current regulations.

POOL
Community swimming pool for adults with a saltwater chlorination 
system and nighttime lighting, sunbathing area, and green spaces.

Pool dimensions: 7 × 18 meters (63 bathers) with ceramic finish and 
access via a built-in staircase.

LIFTS
Two modern elevators in common areas with access from all floors (9 
stops).

Adapted and suitable for use by people with reduced mobility.

Electric, with automatic telescopic doors, overload detection, and 
telephone connection.

Energy-efficient features: cabin lighting, standby mode.
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COMPLEX AND COMMON AREAS
B U I L D I N G  S P E C I F I C AT I O N S
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Exterior PVC and/or aluminum joinery with protective finish suitable for 
marine environments and thermal break technology. Casement, 
tilt-and-turn, or sliding openings depending on location, offering 
elegance, durability, functionality and exceptional indoor comfort for all 
spaces.

Double thermo-acoustic glazing with an intermediate dehydrated air 
chamber (CLIMALIT-type), with glass composition according to 
requirements, significantly improving acoustic and thermal insulation, 
enhancing energy efficiency and interior environmental quality.

Motorized roller shutters made of lacquered aluminum slats in the same 
color as the joinery, with injected insulation in the bedrooms, ensuring 
privacy, comfort, and total control of natural light.

ENTRACE/ENTRACE HALL
The residential complex is privately accessed.

Exterior pedestrian and vehicular access to the private plot from 
adjacent streets is as per the design by the Project Manager.

The ground floor of the built area has been designed as an open-plan 
space, seamlessly connecting with the exterior common area through 
transit and relaxation zones. It combines paved areas with landscaped 
areas created using native plants and tree species that require minimal 
water.

These exterior common areas will feature natural stone, ceramic, or 
artificial stone paving, to be determined by the Project Manager, in 
accordance with the planned design.

These ground floor exterior areas will include various leisure and 
recreational services and facilities:

• Bicycle parking.
• Communal swimming pool with nighttime lighting.
• Changing rooms/Bathrooms.
• Solarium.
• Gym area.
• Gourmet area.
• Protected cardio area. 

The entrance is located on the ground floor.

The interior will feature a carefully considered design, integrating 
flooring, wall coverings, and finishes with premium materials and warm 
lighting provided by energy-efficient fixtures.

11



13

ENERGY RATING
The building will have, at a minimum, an Energy Performance Rating of 
B in both energy consumption and CO₂ emissions. This rating will be 
achieved through the adoption, among others, of the following 
measures:

• Improvement of the buildingʼs thermal envelope (façades, roofs, floor 
slabs over exterior spaces, and joinery with thermal break).

• Heating, cooling, and domestic hot water (DHW) production systems 
that make use of renewable energy (aerothermal energy).

• Continuous mechanical ventilation of the dwellings through ducted 
extraction from bathrooms and kitchens, with air intake through 
bedrooms and living rooms.

• Interior and exterior common area lighting using LED and low-energy 
luminaires.
• Lifts with energy-efficient features.

• Environmentally friendly sanitary fixtures.

This Energy Performance Rating B results in significant energy savings 
and the corresponding economic savings.

Consumption of non-renewable raw energy                                      KWh/m2 year

Carbon dioxide emissions                                                                KgCO2/m2 year
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energy rating
B U I L D I N G  S P E C I F I C AT I O N S
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